CENTRE FOR SOCIAL STUDIES, SURAT

Expression of Interest Invited for a carrying-out
an Guest House Assignment

Expressions of interest afavited for carrying out an assignment of
proposed Guest House to be developed at the Centre for Social Studies
(CSS), Veer Narmad South Gujarat University Campus, Surat. Those
who are interested are requested to submit their quotations 15" thie
Octadoer, 2018 on the below given address. The CSS reserves the right of
selection or rejection of offers without assigning any reasons to anyone
for doing so.

Director,
Centre for Social Studies
Veer Narmad South Gujarat University Campus,
Udhana Magdalla R,
Surat— 395 007.
Phone: 026422977172/ 2977174/2255298

e-mail; info@css.ac.in


mailto:info@css.ac.in

General Technical Specifications for Civil Work

For New Guest House Building

i APPROVED LIST OF MAKES OF THE MATERIALS
All the Materials/Makes listed above an d other than as specified above shall be ordered and
used after obtaining prior approval from the Architect. In case of non availability of any brand
alternative equivalent make shall be approved by Architect before ordering.
Approved make Civil and Finishing work
1 | OPC/PPC Siddhi, Hathi. equivalent oy
2 | Bricks-regular Any approved local brand |
3 | Bricks-fly ash Any approved local brand
4 | White cement Birla J. K.
5 | TMT-Fe-415/Fe-500 Ribbed bars Electrotherm, National, equivalent
6| Coarse Aggregates 6mm_to 40mm sizes Approve quarry
7 | stone rubbles & Gravels Approve quarry -
8 | Locks Godrej or equivalent
9 | Float Glass/Mirror/wired glass Modi guard, Saint gobain Ashahi Tl
10 | precast terrazo tilles & skiting(mosaic) Bharat, Alcock, Nitco, Royal, Jhonson,
T Kajria Asian
11 | Glazed tiles Nitco, Royal Jhonson, Kajaria, AsianRak
12 | Ceramic tiles Nitco, Royal Jhoson, Kajaria Asian Rak
13 | Vitrified tiles Nitco. Royal, Jhonson, Kajaria, Asian,
14 | Natural stones - ol | As Approved e
15 | construction chemicals Cico, Fosroc, M.C. Bauchemie. Fosroc.
Pidilite, BAL, rishna,.
16 | Paint, primer, putty Asian, berger Birla, ICI N
17 | polish MRF, Asian, ICI
18 | harware Kthe, Dunex, EPPW, Ebco.,
19 | Adhesives - | Fevicol. Kitcol Araldite, BAL
20 | Anchor fastenr/botts P Fischer, Hilti . P
21 | linseed oil » Saffola i el
22 | Floor spring e Godrej or equivalent i
23 | door closer Godrej or equivalent
24 | Aluminium sectionjs Jindal, Indal B
25 | Window locks cum handle Dill or as approved 3
26 | Filler rubber of glass panel | EPDM quality i
- Approved Make Plumbing Works
I. | PVC pipes il e Astral, Supreme, Prince s
2 | Gl pipes Jindal, Tata or equivalent )
3. | Gunmetal Valves Zoloto, Leader
4. | Sanitary ware Parryware, Cera Hindware o
5. | CP fittings parryware, Cera Hindware
6. | Stainless Steel grating and clamps Chilli B =
| 7. | Stainless Steel Sink | Nirali poeli)
Approved make Electrical Works s
I. | PVC Conducts Precision, Nihir or equivalent
2. | Wires L R.R. kable, Havell’s Finolex, Polvcab
3. | Switches & its accessories Anchore, havells, kone, or equivalent
4. | Telephone and data wires B R.R. kable, Havell's Finolex, Polvcab
5. | Telephone and date outlet points Anchore, havells, Kone, or equivalent
6. | Light fixtures Haells, Phillips, Keseleo, Crompton,
Wipro (Sample to be approved)
| 7. | Fans (Havells, Philips, Orient, Usha, Bajaj
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A. Earthwork
1. Excavation for foundation by mechanical or manual means

including sorting out and stacking of useful materials, dressing
of the sides, ramming of bottom, disposing of the excavated
stuff upto 50 m. lead including for all lifts, for all king of soil,
including dewatering etc complete as directed. Depth up to 3
m.
1. General

Any soil which generally yields to the application of pickaxes
and shovels, spades, rakes or any such ordinary excavating
implement or organic soil, gravel, silt. sands turf loam, clay,
peat cte. falls under this category. Proper care should be taken
to maintain slope of the excavated trenches or pit, if necessary

proper shoring should be done to stabilize the slope.
Excavation to be done upto the yellow carth.

B. Civil Work
3. Providing and laying PCC 1:4:8 (1 cement : 4 coarse river
sand : 8 stone aggregates using 20/6 mm nominal size
graded hard granite/black trap stone aggregated obtained
from quarry) including compaction, finishing top surface
to the level curing but excluding cost of formwork
complete, as per specifications and directions of Engineer

in charge, in sub base of floors etc.
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Material :

1.1.1. Water :

Water shall not be salty or brackish and shall be clean, rcasonably
clear and free from objectionable quantitics of silt and traces of oil
and injurious alkalis salts, organic matter and other deleterious
material which will either weaken the mortar or concrete or cause
offlorescence or attack the steel in RCC. container for transport’s
storage and handing of water shall be clean. Water shall conform to

the standards specified in IS : 456.

Water to used for construction and curing shall be compared with
distilled water for its property through chemical test and shall be
testing as per IS 269. In no case hard or salty water shall be used for
RCC/PCC or curing work. Water tot be tested as per applicable IS
code for its suitability for construction prior to use.

2.1.2.Cement :

Cement of approved make and specified grade only shall be used.
Cement shall be delivered on the site in packages with an unbroken
sell fixed by the makers and plainly marked with the name of the
brand and the manufacture.

Cement bags to be stored properly and should be stacked in such a
manner to avoid any contact with moister and water. Cement bags
with lumps shall be rejected and contractor has to transfer rejected

bags at his own expenscs.
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Cement shall be ordinarily Portland slag cement, grade 33, as per IS
: 269, grade 43, as per IS : 8112 and grade 53, a super IS : 12269 or
Portland slag cement as per IS : 455.

Following tests to be carried out for cement as per applicable 1S

codes.

a. Setting Time.

b.  Fines Modules.

g Consistency Test
d. compressive Test.

1.1.3.Sand :

Sand shall be medium/coarse natural sand, clean, weal graded, hard,
strong, durable and gritty. Sand particles should be free from
injurious amount of dust, clay, kankar nodules, soft or flaky particles
of shale, alkali, salts, organic matter loan, mica or other deleterious
substances and shall b not approved from the Engineer in charge and
Architects. The sand shall not contain more than 8% of silt as
determined by field test and 3% by laboratory test, if necessary the
sand shall be washed to make it clean. All sand to be used for
plaster, brickwork, concrete shall be strictly sieved by 4.75 mm

sieve.

Following tests to be carried out for cement as per applicable IS

codes.










































